
Cap closing with good sealing performance. Accurate cap positioning without abrasion on the surface. Pneumatic
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Product Introduction
The perfume crimping machine is a kind of clamping type cap closing machine. Itis suitable for cap closing of
spray type caps. The machine uses the clamp to close the cap and fasten it on the edge ofbottle mouth. The
whole machine is composed of machine body, table surface, clamping device and pneumatic control system.
Cap closing with good sealing performance. Accurate cap positioning without abrasion on the surface. Pneumatic
control is adopted. Convenient operation and maintenance.

Technical Parameter
Dimensions 380W*350L*590H(mm)
Weight 25kg
Air Pressure Request 0.4-0.6MPa
Applicable Bottle Range Height: 30-300mm; Width: 15-100mm
Crimping Torsion Standard value: 4-8kg/cm
Cylinder Airtac

MÁQUINA DE LLENADO DE PERFUME AUTOMÁTICO
DOBLE BOCA

Parámetros técnicos
Capacidad de producción 20-40 botellas/minuto rellenando
Volumen 10-1000ml (puede ser personalizado)
Suministro de aire 0.4-0.6kg
Altura de la botella aplicada ≤200mm
Diámetro de la botella aplicada ≤90mm
Boca de la botella aplicada ≥5mm
Voltaje AC220V
PLC&Pantalla táctil Siemens
Estimado Peso80


